INSTALLATION MANUAL

LIST OF COMPONENTS

1 wall-mount kit

1 shower head support

2 mixer cover plates
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TECHNICAL INFORMATION:
PRODUCT DESCRIPTION:
The shower column ONE can be incorporated in any bathroom. This totally passive device, stores heat during a
bath without affecting the ideal temperature of the water supplied through the mixer, to instantly provide hot water
in the beginning of the next shower.
The heat storage is based on the phase changing of a specific material which allows an heat transfer rate during
the whole process of charging and discharging ensuring a constant water temperature during the bath.
The thermal isolation, consisting in vacuum isolated pannels, ensures that the thermal losses during the bath are
minimum. The thermostatic mixer allows the adjustment and stability of the water temperature.

PRODUCT DIMENSIONS:
5,51''

52,76''

17,71''

TECHNICAL DETAILS:
Hoterway ONE
Casing materials: Powder-coated aluminum
Outside dimensions (accessories excluded): 52,76 x 17,71 x 5,51''
Inlet connections: flexible stainless steel hose with a 3/4” fitting connection
Inlet hot water temperature:122 - 158ºF

PRODUCT SPECIFICATIONS:
- Easy to install and compatible with existing installations
- Package dimensions: 58,66 x 21,26 x 7,09''
- Maximum water flow rate: 2,38US gal/min
- Weight: 77,16 lb
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TECHNICAL INFORMATION:
21,65''

INSTALLATION:
The installation of the shower column ONE only requires drilling two holes on
the wall for fixing the column support. Then connect the two flexible hoses to
the water outlet points on the wall.
83,86''

Hoterway ONE is compatible with shower bases and bathtubs the diagram
aside shows the maximum and minimum distance between the base and the
water outlet points on the wall.

35,43 - 38,98''

The height adjustment allows having the ceilling outlet at the correct height
both on the shower bases and bathtubs.

POWER / CAPACITY:
Hoterway instantly heats the water stagnated in the distribution pipes. The high performance thermal insulation
ensures that the heat remains in the device for a few days. As the device is recharged only with usage, the maximum
time between usage depends on the amount of stagnant water in the pipe.
The graph bellow shows the capacity for instant water heating with the time that passes from the last usage.

Capacidade do Hoterway após primeira utilização
Hoterway capacity after previous usage
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- Accumulated energy 0,42 kWh

COMPLIANCES / APPROVALS:
Warranty:
- 25 years for the thermal performance of hoterway batteries
- 2 years to components and accessories
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INSTALLATION INSTRUCTIONS:
1. Close the general water supply tap
2. Remove the old shower system
3. Mark 83,86'' in height from the shower or bathtub base

5. On the mark previously made, drill two holes at a distance
of 7,87'' from each other centered with the water outlets (use
a level to mark)

7,87''

83,86''

6. Install the wall-mount kit system on the wall.
Note: Supplied bushings are for cement wall installations. In the case of
pladour walls or other material, the installer shall ensure that the material
withstands a total load of 30kg.

4. Check if the measure from the mark previously done and
the water outlets is between 44,09'' and 51,97'' (if is not
within this value range, the measure of 83,86'' should be
rectified)

44,09'' - 51,97''
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INSTALLATION INSTRUCTIONS:
8. Elevate the hoterway to position the tears with the tabs of
the support previously fixed on the wall (it is recommended
that this step is made by two people - 1 person to hold the
device and 1 person to help fitting the hoterway to the wallmounted kit)

11. Apply silicon between the side parts and the wall (1 and
2) or between the bottom cover and the wall (3)

9. Open the front cover of the hoterway by loosening the two
screws on each side of the cover

12. Close the front cover by tightening the screws again on
each side. Apply the mixer cover plates sent with the
hoterway and then fix the mixer to the hoterway

10. Tight the blue flexible hose to the cold water outlet (right)
and the red flexible hose to the hot water outlet (left)
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INSTALLATION INSTRUCTIONS:

13. Tight the flexible shower hose to the mixer

15. Open the general water supply tap and check if there are
any leaks
16. Let the hot water run for five minutes to charge the
battery completly for the first time. You can now enjoy the
hot water on your showers from the first second you open
the faucet!

14. Tight the two screws of the shower holder to the part
inside the front tear of the hoterway

All the materials used in HOTBOX hoterway are
non-toxic.
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COMPANY INFORMATION:
ADDRESS:
TABPARK Zona Industrial de Taboeira, lot 27, fraction G
3800-055 AVEIRO
PORTUGAL

CONTACTS:
PHONE: +351 234 086 989
EMAIL: info@heaboo.com

WEBPAGE:
www.hoterway.com
hoterway.com/support/

FOR TECHNICAL ADVICE AND SUPPORT:
Please call +351 234 086 989 or email info@heaboo.com

ENGINEERED AND MADE IN PORTUGAL

PATENTED TECHNOLOGY

PCT
INTERNATIONAL
APPLICATION
PENDING

WIPO

PCT

The International
Patent System
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POST-INSTALLATION CARE:
TEMPERATURE CHECKING ON THE INLET POINT:
After installation use the temperature strip sent with the product to check the water supply temperature.
Open the tap in hot water, place the measuring strip under the water coming out of the tap (temperature zone facing up) and
see if the color change of the strip (from black to green) reaches the rectangle of 121ºF.
In case the green color does not reach the strip of 121ºF, increase the temperature of the supply point (heater , etc.) for this to
happen. After adjusting the temperature of the heat source, re-vecan the water temperature with the strip.
when the 121ºF changes to green, the supply temperature is adequate and the product ready to be loaded for 5 minutes.
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